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Yaş karıştırma ile hazırlanmış seramik bünyelerde, faz oluşumu ve fiziksel etkiler üstüne alkali (K,Na) ve aliminyum etkisi incelenmiştir. Üç değişik reçete ile hazırlanan değişik komposizosyondaki seramik bünyelerde pişme oluşan mineralojik faz değişikleri çalışılmıştır. Preslenerek hazırlanan bünyeler 1200 ºC ve 1400 °C derecelerde pişirimiştir. Pişmiş bünye analizleri XRD ile yapılmıştır. Pişme dayanımları ve E modülleri pişmiş bünyelerden ölçülmüştür. Değişik alakali ve Aliminyum ilaveleri müllitleşme ve fiziksel özellikler üstünde değişik etkiler yaptığı gözlenmiştir. 
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The effect of alkaline Na, K and Al on the phase formation and physical properties of development of clay based ceramics from mixtures activated by wet mixing process, were investigated. Mineralogical transformations caused by firing, of main three groups different compositions used in the formulation of ceramic bodies have been studied. Test samples have been prepared by pressing and fired in the range of 1200 °C and 1600 °C. Analysis of the fired samples was carried out by XRD.  Fired strength and E Modulus were measured from fired bodies. Different alkaline and Al additives demonstrated different influences on the mullitization behavior and physical development of the clay based ceramics.
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