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Kapadokya yöresindeki peribacaları yoğun olarak dört düzeyde gelişmiştir. Bu düzeyler alttan üste doğru Kavak ignimbriti, Kavak-Zelve ignimbritleri geçişi, Zelve ignimbriti ve Cemilköy ignimbriti içinde yeralır. Peribacalarının gelişimine uygun topoğrafyayı belirlemek amacıyla seçilmiş alanlarda eğim hesaplanmış, ayrıca peribacalarının şeklini ve boyutlarını tanımlamak için arazi ölçümleri alınmıştır. Analizler peribacalarının çaplarının 9.7 m den 13.7 m ye ve yüksekliklerinin 8.41m den 21.73 m ye değiştiğini göstermiştir. Peribacalarının eğimleri 60 ıle 70 derece arasında değişmektedir ve eğim-yukarı yönde biraz asimetriktir. Peribacaları eğim yönünde erozyondan dolayı az miktarda elipsleşmiştir. Peribacaları arasındaki uzaklıklar Zelve' de minimum 5.45 m den Kavak’ta 42.72 m ye değişmektedir. Alandaki peribacalarının iki safhada geliştiğine innaılmaktadır. İlk safha peribacalarının oluşması için uygun topografyanın üretilmesidir. Bu safhanın üç önemli faktörü kaynaşma derecesi, ignimbritlerin kalınlığı ve topoğrafik eğimdir. İkinci safhada pekçok yerel özellik peribacasının son şekillenmesine katkı sağlamaktadır.
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Fairy chimneys of Cappadocia are developed dominantly in four levels. These levels from bottom to top correspond to Kavak ignimbrite, Kavak-Zelve transition, Zelve ignimbrite and Cemilköy ignimbrite. Slope of the selected areas are identified to investigate the most suitable topography for the development of fairy chimneys and field measurements are taken from the fairy chimneys to quantify the shape and the size. Analyses have shown that fairy chimneys have basal diameters ranging from 9.7 to 13.7 m, with heights in the range from 8.41 to 21.73 m. The slopes of fairy chimneys are 60 to 70 degrees with a slight asymmetry towards the upslope. The chimneys are slightly rounded due to the erosion in the upslope direction. Distances between the fairy chimneys change from a minimum of 5.45 m for Zelve to 42.72 m for Kavak chimneys. Fairy chimneys are observed to develop in two stages. The first stage is the generation of topography suitable for the formation of fairy chimneys. Three main factors in this stage are degree of welding, thickness of ignimbrite and topographic slope. In the second stage, several local features contribute for the final shaping of the chimneys.
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